Aktio Auction/SERVICE CHARGES

1. AUCTION / ADMINISTRATION

Service

Description / Condition

Fee

Contract Fee

For each successful bidding lot

JPY 10,000

Lot

2. SHIPPING / HANDLING

Service Description / Condition Fee Unit
~10t JPY 76,000 Unit
10~15t JPY 81,000 Unit

Handling Fee 15~20t JPY 86,000 Unit
(RoRo./Conventional Vessel) 20~ 25t IPY 91,000 Unit
25~30t JPY 106,000 Unit
30t~ Quotation Unit
Weekend / Holiday Vessel Handling When vessel work is performed on weekends / holidays JPY 25,000 Unit

Handling Fee (Container)

20 DC

JPY 131,000

Container(*)

40 HC

JPY 161,000

Container(*)

Customs Clearance Fee

4 or more declaration lines

JPY 8,500

Declaration

Up to 3 declaration lines

Included

3. EXPORT / MACHINE SERVICES

Service Description / Condition Fee Unit
~6t JPY 30,000~ Unit (*)
6~10t JPY 40,000~  Unit (*)

Machine Washing Fee (Asia) 10~20t JPY 50,000~ Unit (*)
20~30t JPY 60,000~  Unit (*)
30t~ JPY 80,000~  Unit (*)

Photo Service Per visit JPY 5,000 Visit

Engine Number Check Engine number confirmation JPY 5,000  Unit (*)

Engine Number Photo Photo of engine number / stamped number JPY 5,000 Unit (*)

Operation Check Machine operation check JPY 5,000  Unit (*)

Dismantling Fee Depending on work required Quotation Job

Radiation Inspection Radiation inspection JPY 5,000 Unit

Large Forklift Fee When required JPY 30,000~ Job

Battery Removal Per machine JPY 2,500 Unit

fc’::)':?:e Zii Saturday after auction closing Generators, Welders, Compressors (Box type Equipment) JPY 500 Unit / day

-“Coming” units: 2 weeks free after delivery Self Propelled & Other Small Equipment JPY 800 Unit / day
~10t JPY 8,000 Unit
~10t ( Kobe Port ) JPY 12,000 Unit

In/Out Charge 10~25t JPY 15,000 Unit
10~25t ( Kobe Port ) JPY 22,000 Unit
25t~ JPY 25,000 Unit
25t~ ( Kobe Port ) JPY 28,000 Unit

e All fees are in Japanese Yen (JPY).

¢ Additional lashing: Quotation.

* Shipping / ocean freight is not included in the charges above unless specifically stated.

e Some services marked (*) are subject to quotation depending on port of loading, machine condition or work required.




